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DAF Semi-Rigid 6mil White PSA Print Film. 
6.0 mil white semi-rigid calendared film with either a Gloss or Matte finish and a permanent 
pressure sensitive adhesive with a stay-flat 90 lb. liner. This film is designed to accept a variety of 
solvent-based, latex and UV curable inks. This product is the right choice for those looking for a 
vinyl that is easy to handle and great for end-user installations. 
 
Key Features & Benefits 

• 6 mil White Semi-Rigid Vinyl 
• Permanent Clear Adhesive 
• Durability, Promotional-Intermediate. Up to 3-years. (Under normal conditions, Mid-Country, USA) 
• Universal 90 lb. Release liner. 
• Eco-solvent, Latex, UVC 

 
 
Properties:  

• The product offers either Gloss or Matte print surface with Clear acrylic adhesive.  
• Shelf Life: 1 year from ship date when stored in proper conditions 70° F and 50% RH. 
• Roll Put-up: Standard size 54”x164’. 

 
Applications: 
General Graphics and Signs: Stickers, Labels, Displays Graphic Boards, Retail, 
POP, Events, Tradeshows etc. Ideal for End-user installs. 
 
Handling and Finishing:  
Avoid touching material or introducing dust and dirt onto print face. This can cause 
anomalies and artifacts when printed. Always store unused material wound tight in 
original packaging. Product can be used with or without lamination. 
 
Printing: Suggested Media Setting, Use Custom Profile or Select Generic Universal 
Self-Adhesive Vinyl. Depending on printing platform and RIP software, the 
suggested maximum ink load is 300%. Make sure that ink is dry when it reaches the 
take-up reel. An external dryer or heat lamp will accelerate drying.  
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